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Demand-controlled ventilation
in new residential buildings:
Consequences on indoor air
quality and energy savings

Arefeh Hesaraki and Sture Holmberg

Abstract
The consequences on indoor air quality (IAQ) and potential of energy savings when using a variable air
volume (VAV) ventilation system were studied in a newly built Swedish building. Computer simulations
with IDA Indoor Climate and Energy 4 (ICE) and analytical models were used to study the IAQ and
energy savings when switching the ventilation flow from 0.375 l�s�1

�m�2 to 0.100 l�s�1
�m�2 during

unoccupancy. To investigate whether decreasing the ventilation rate to 0.1 l�s�1
�m�2 during unoccu-

pancy, based on Swedish building regulations, BBR, is acceptable and how long the reduction can last
for an acceptable IAQ, four strategies with different VAV durations were proposed. This study revealed
that decreasing the flow rate to 0.1 l�s�1

�m�2 for more than 4 h in an unoccupied newly built building
creates unacceptable IAQ in terms of volatile organic compounds concentration. Hence, if the duration
of unoccupancy in the building is more than 4 h, it is recommended to increase the ventilation rate from
0.100 l�s�1

�m�2 to 0.375 l�s�1
�m�2 before the home is occupied. The study showed that when the inves-

tigated building was vacant for 10 h during weekdays, increasing the ventilation rate 2 h before occu-
pants arrive home (low ventilation rate for 8 h) creates acceptable IAQ conditions. In this system, the
heating requirements for ventilation air and electricity consumption for the ventilation fan were
decreased by 20% and 30%, respectively.
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Nomenclature

ACH air changes per hour
BBR Swedish National Board of Housing,

Building and Planning
c pollutant concentration in the room, ppm
ch heat capacity, J�kg�1��C�1

cinlet pollutant concentration in the inlet ventila-
tion air, ppm

co pollutant concentration in the room at start
(t ¼ 0), ppm

CO2 carbon dioxide
fe freshness efficiency, %
h hour
_m emission rate, kg�h�1

m mass of the material, kg

n number of air changes per hour, 1�h�1

Pdesign design (maximum) heating power, W
q outdoor airflow rate, m3

�h�1

Q tot total specific heat loss including transmis-
sion, ventilation and leakage losses,
kW��C�1

t time, h
T temperature in room, �C
To temperature in the room at start (t¼ 0), �C

Tindoor indoor temperature, �C
TDOT design outdoor temperature, �C
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U heat transfer coefficient, W�m�2�K�1

UFH under-floor heating
Um mean U value, W�m�2�K�1

V room volume, m3

�� mean age of air, h
�n nominal time constant for ventilation, h
�b time constant for a building thermal

inertia, h

Introduction

The main goal of a ventilation system is to create
acceptable indoor air quality (IAQ) and thermal com-
fort taking into account health, comfort and product-
ivity of inhabitants.1 There are various types of
ventilation systems, for example, natural ventilation,
mechanical ventilation or a combination of them, that
is, hybrid ventilation. Depending on factors such as
IAQ requirements, outdoor climate and cost, one type
is preferred over the others. Ventilation airflow can be
supplied to the room by constant air volume (CAV) or
variable air volume (VAV). The VAV system is already
dominant in industrial, commercial, school and office
buildings,2 owing to the different occupancy levels
during a day and unpredictable fluctuations in CO2

concentration. However, in residential buildings VAV
is not a very common system.

It should be noted that a VAV system is only feasible
if the pollution level and demand for ventilation air
vary over time. Swedish building regulations, BBR,3

recommend a minimum ventilation rate of
0.35 l�s�1�m�2 of floor area in all occupied residential
dwellings; corresponding to 0.5 ACH in a room with
2.5m height. In BBR, it is also mentioned that when no
one is at home, the ventilation rate can be decreased to
0.10 l�s�1�m�2. A base constant ventilation rate, that is,
0.10 l�s�1�m�2, is required in order to take into account
the constant pollutant sources, for example, building
materials and furniture.

In current residential buildings, people go to work or
school from morning until afternoon. This gives oppor-
tunity for reducing the ventilation rate during
non-occupancy hours. However, existing residential
ventilation systems with constant ventilation rate are
in conflict with ventilation on demand. This results in
periods with wasting energy on heating unnecessary
airflow. Hence, in order to achieve energy-efficient resi-
dential buildings the ventilation rate should be varied
according to the demand, depending on occupancy
level or pollutant emission.

VAV systems have become popular due to improved
energy efficiency in comparison with CAV systems.4 In
residential buildings many studies,5–9 have focused on
this aspect of VAV and demand-controlled ventilation

(DCV) systems. These studies based on site measure-
ments, simulations and analytical models have shown
that depending on the control system, 5–60% of initial
energy demand could be saved in residential buildings.
The performance of four different DCV ventilation stra-
tegies was studied5 based on relative humidity (RH),
CO2, presence of occupants and combination of all vari-
ables. In conclusion, 60% of the energy was saved when
controller set point values were used for all variables.

In addition, the performance of DCV systems in
multi-zone office buildings was investigated by several
studies.10–13 Nassif11 developed a robust CO2-based
multi-zone DCV, which controlled the CO2 concentra-
tion in supply air to be low enough to meet the
ASHRAE Standard 62.1-2010 requirements. In this pro-
posed system, the outdoor air damper was modulated
accordingly. Investigations were performed on various
US locations. These results showed better IAQ and
energy savings compared with the DCV system in
which the CO2 concentration was based on exhaust air
control. In addition, the performance and control of a
CO2 and enthalpy-based DCV system in hot and humid
climate were investigated in terms of IAQ and cooling
energy savings.12 Their control with neural network was
based on occupancy level and energy content of both
supply and exhaust air, that is, enthalpy-based air-side
economizer. Also, Yang et al.15 conducted studies on
performance of the four strategies of VAV system
including occupancy detection, indoor temperature
and enthalpy-based outdoor airflow economizer cycle
with supply air temperature reset. Their investigation
was based on thermal comfort, energy savings and
CO2 concentration. Here, it was difficult to optimize
all parameters simultaneously.

As mentioned, there are many variables applicable
for controlling the airflow rate in VAV systems, for
example, CO2 concentration, RH, room temperature
or occupancy detection. A CO2 indicator is only appro-
priate with unpredictable variations in occupancy, and
when the occupancy is high,7 for example, in schools or
commercial buildings. In addition, RH depends on the
temperature and absorption or desorption of moisture
in building materials, and it may cause erroneous indi-
cation of ventilation rate based on the inhabitants’
demand.7 In buildings with stable periods of occu-
pancy, time control or occupancy detection could be
appropriate control variables.

To control airflow rate in a mechanical ventilation
system, ventilation fan speed can be adjusted in several
ways based on occupancy detection. The simplest way
would be manual control; this method requires a
manual switch to adjust the ventilation fan speed, and
responsibility is left to the occupants. Most likely, the
occupants prefer this and feel more comfortable when
they themselves have control of their own environment.
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Another method could be controlling the ventilation
fan speed with a timer, that is, clock control. With
clock control the occupancy period is easily predictable,
and the speed of ventilation fan can be adjusted accord-
ingly. Another system could be a link to an infra-red
sensor control system within the house to detect the
presence of people. However, in all these control sys-
tems, the IAQ in terms of indoor pollutant gases such
as CO2 or volatile organic compounds (VOCs) should
be considered.

In Sweden, the ventilation rate in an unoccupied
building is allowed to decrease to 0.1 l�s�1�m�2, but
there is still the question of how long the ventilation
rate can remain at the decreased level taking into
account the IAQ and thermal comfort.

To answer this question a newly built Swedish build-
ing with a CAV ventilation system was chosen. Then the
ventilation rate was modelled to decrease from
0.375 l�s�1�m�2 to 0.100 l�s�1�m�2 during unoccupancy.
Finally, the influence of this VAV concept on IAQ in
terms of mean age of air, CO2 and VOC concentrations,
as well as the potential of energy savings, were evaluated.
The authors motivated a VAV system in the building by
the fact that occupants spent approximately 14 h of 24 h
per weekday and 20 h per weekend-day in the building.14

Heating requirements for CAV ventilation in the
investigated building accounted for approximately
60% of total space and ventilation heating demand.
So, by implementing a VAV system there is a potential
for saving energy by decreasing this demand. In this
study, the controlled airflow rate was based on occu-
pancy detection. The ventilation fan speed thus
increased when home was occupied and decreased
when the building was empty.

Description of the building

The investigated building was 160 m2 with three storeys
including kitchen, bathroom, living room and bed-
rooms. The total building volume was 390 m3. A mech-
anical CAV exhaust ventilation system extracted in
total 60 l�s�1 from exhaust devices in the kitchen
(10 l�s�1), wardrobe (6 l�s�1), bathroom and toilet
(26 l�s�1), and third floor (18 l�s�1). The mechanical ven-
tilation system is shown in Figure 1. This corresponds
to 0.375 l�s�1�m�2 of floor area and fulfilled BBR
requirements.3 A simplified drawing of the dwelling
illustrating the schematic of airflow and heating sys-
tems on the different floors is shown in Figure 2.
Exhausted air was replaced by fresh outdoor air
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Figure 2. Building plan showing the schematic of airflow and heating systems.
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Figure 1. Schematic of exhaust air CAV ventilation system
in studied building.
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entering through inlets in bedrooms and living room
due to constant negative pressure in the building cre-
ated by exhaust fan. Supply devices were placed on the
external walls above windows in the living room, kit-
chen and hallway on the first floor, and behind radi-
ators in bedrooms on the upper floors. This kind of
radiator is called ‘ventilation radiator’ since the vent
supply is located behind the radiator and is connected
to it for preheating of incoming air.16 Table 1 shows the
area and airflow rate in each zone.

The investigated building was a newly built Swedish
house with low transmission loss through construction
due to a high level of airtightness and very low mean U
value, that is, Um was 0.28W�m�2�K�1. This value was
lower than the limited Um assigned by BBR, that is,
0.40W�m�2�K�1.3

The critical factor with respect to the efficiency of the
VAV system and energy savings is the airtightness of
the building. A high infiltration rate will increase the
uncontrolled air volume causing need for additional
heating. A blower door test showed that the airtight-
ness of the investigated building was 0.63 l�s�1�m�2

(external surface) under 50 Pa pressure difference
between indoor and outdoor.

Method

The main evaluation tool of this study was the IDA
Indoor Climate and Energy (ICE) 4 simulation pro-
gram.17 IDA ICE 4 is a dynamic program used to pre-
dict the energy consumption, thermal comfort and IAQ
based on building properties defined by the user.18 In
IDA ICE 4, a mathematical model is created to calcu-
late the heating and cooling load in a building by sim-
ultaneous dynamic simulation of heat transfer and
airflow. The results of IDA ICE 4 have been validated
in several studies.19–22 In IDA ICE 4, it is possible to
define different airflow rates in supply and exhaust
parts for different zones in the form of a VAV or
CAV system. In addition to the clock-controlled fan
speed and pressure, the VAV model can be controlled
by humidity, CO2 and temperature for each zone.

The investigated building was modelled in the same
geometry as the actual building with a CAV system, see
Figure 3. In addition, with the purpose of investigating

the IAQ and the potential for energy savings, the build-
ing was modelled with a VAV system as well. The
building modelled was divided into 12 zones consider-
ing different rooms with different ventilation exhaust
and supply flow rates. The ventilation system was mod-
elled as a mechanical exhaust system. To define the
supply air, the opening was considered on the exter-
nal walls in bedrooms, living room, kitchen, hallway
and third floor, and the exhaust devices were modelled
in the kitchen, bathroom, toilet, wardrobe and third
floor.

In the modelled VAV system, the ventilation rate
was switched between two flow rates, that is, normal
requirements (per floor area) of 0.375 l�s�1�m�2 to min-
imum requirements of 0.100 l�s�1�m�2 during unoccu-
pancy. This strategy, based on the presence of
occupants, was controlled by variable ventilation fan
speed. The ventilation fan speed as a result of the ven-
tilation flow rate was decreased to 27% of the normal
speed when reduced ventilation rate was needed, see
Figure 4. The value of 27% shows the ratio of 0.100
to 0.375 l�s�1�m�2.

To investigate how long the reduced ventilation rate
is acceptable in an unoccupied building, four different
VAV duration periods were proposed. In the first
system the ventilation rate was decreased during the
whole period of unoccupancy from 8:00 until 18:00

Table 1. Floor area and supply/exhaust airflow rates in different zones of the building; the average supply/exhaust flow rate

is seen in the last column.

Zone

Living

room Kitchen Hallway Bedroom 1 Bedroom 2 Bedroom 3 Bedroom 4 Toilet Bathroom Wardrobe Pass

Third

floor Total

Area, m2 24.0 13.1 6.8 13.1 8.0 8.2 12.1 6.1 4.4 2.9 7.3 54.0 160.0

Supply, l�s�1�m�2 0.6 0.3 0.6 0.5 0.5 0.5 0.5 0.0 0.0 0.0 0.0 0.3 0.375

Exhaust, l�s�1�m�2 0.0 0.8 0.0 0.0 0.0 0.0 0.0 1.8 3.4 2.1 0.0 0.3 0.375

Figure 3. Simulation model frame of the house in the IDA

ICE software.

Hesaraki and Holmberg 165

 at Kungl Tekniska Hogskolan / Royal Institute of Technology on March 23, 2015ibe.sagepub.comDownloaded from 

http://ibe.sagepub.com/


(low ventilation rate for 10 h, LVR10h). In the second
scenario, the ventilation rate was back to normal
requirements 2 h before occupants entered home (low
ventilation rate for 8 h from 8:00 until 16:00, LVR8h).
The third strategy provided low ventilation rate for 6 h
from 8:00 until 14:00 (LVR6h) and the last VAV dur-
ation was for 4 h from 8:00 until 12:00 (LVR4h), see
Table 2. To study the relation between ventilation rates,
IAQ and energy savings, each VAV control was mod-
elled separately in IDA ICE 4.

Also, to consider the IAQ when using the VAV
system in terms of concentrations of indoor air pollutant
gases, for example, CO2 and VOCs, an analytical
model for all systems was applied. The aim was to
investigate whether the IAQ with decreased ventilation
rate is acceptable when occupants arrive home. In
addition, the thermal inertia of the building and its influ-
ence on the design (maximum) heating power was
calculated.

The building had two room-heating systems includ-
ing ventilation radiator and under-floor heating. In
order to investigate whether the type of heating
system has any influence on energy savings with VAV
control, two cases were considered. First, the building
was modelled with under-floor heating in all three
floors with both CAV and VAV systems. Then, all
heating systems were changed to ventilation radiators
on all floors, and simulations were run for both the
CAV and VAV systems.

Results

The results of this study are presented in two parts, the
first part deals with the IAQ when decreasing the ven-
tilation air and the second part shows results of energy
savings.

IAQ

In this study, the IAQ was investigated in terms of
mean age of air, concentration decay and pollutant
concentration level (CO2 and VOCs) for different
mixed ventilation rates. The main focus was on the
time when the occupants arrive home, at 18:00.

Mean age of air and theoretical freshness
efficiency. To evaluate the VAV system with differ-
ent strategies, mean age of air as an indicator of the
freshness of indoor air was considered at 18:00. In
IDA ICE 4, mean age of air is a measure of how long
an average air molecule has spent in the building based
on the ideal (full) mixing concept. Mean age of air is
calculated from the concentration decay in outgoing
air. If a zone is ventilated only by outside air and is at
steady state, this number is always equal to the nominal
time constant �n, see equation (1). Mean age of air is an
important parameter when assessing IAQ in terms of
freshness of air. The higher the age of the air, the more
stale or stuffy air would be present in the room. Figure 5
shows the simulation results of how mean age of air
would vary during a weekday for different modelled dur-
ation periods of VAV. As can be seen, the highest mean
age of air was 3.7 h at 18:00 when using LVR10h.

�n ¼
V

q
ð1Þ

The freshness efficiency (ƒ") was defined by the
authors as a measure of the performance of the VAV
system with respect to mean age of air in the room. This
term expresses how the freshness of air is perceived as
occupants enter home. The theoretical freshness effi-
ciency represents the relation between nominal time

Figure 4. Profile for the ventilation fan speed for weekdays; 1 for working in full power during occupancy (18:00–8:00) and
0.27 for working with 27% of full speed during unoccupancy (8:00–18:00).

Table 2. Start and stop time and mean air change for each proposed VAV control.

LVR4h LVR6h LVR8h LVR10h

Start time 8:00 8:00 8:00 8:00

Stop time 12:00 14:00 16:00 18:00

Mean air change averaged over a day, h�1 0.48 0.45 0.42 0.38

VAV: variable air volume.
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constant (�nÞ at 18:00 and mean age of air ð ��) at
the same time when occupants arrive home. Mean
age of air at 18:00 is a result of dynamic calcula-
tion during which the ventilation flow rate has
been changed from low (0.100 l�s�1�m�2) to high
(0.375 l�s�1�m�2). It is called theoretical because of
consideration of full mixing and ideal flow concepts.
Theoretical freshness efficiency can thus be represented
by equation (2).

f" ¼
�n
��
� 100% ð2Þ

For a perfect mixing CAV ventilation system, the
theoretical freshness efficiency obtains its maximum
possible value of 100%. Table 3 shows mean age of
air and theoretical freshness efficiency for different
modelled systems.

As can be seen, a higher mean age of air (more
than twice the nominal time constant) and lower
theoretical freshness efficiency were a result of longer
duration with low ventilation rate, that is, LVR10h.
Hence, in order to have better IAQ in terms of mean
age of air and freshness when occupants arrive home, it
is recommended to implement LVR8h, LVR6h or
LVR4h.

Concentration decay. The ventilation efficiency
can also be measured by concentration decay. For per-
fect mixing, 63% of the pollutants would have left the
room after a period of �n (1.8 h) from the initial con-
centration, and after 4�n (7.2 h) this value would be
increased to 98%. Equations (3a) and (3b)23 show
how the concentration level c in a ventilation system
with time constant �n is related to the real time t.
Equations (3a) and (3b) are obtained from mass bal-
ance equation taking into account concentration vari-
ation over time in a ventilated room with perfect
mixing.

�
dc

dt
¼

1

�n
� c ð3aÞ

c ¼ c0 � e
�t=�n ð3bÞ

The theoretical concentration decay for different
mixed airflow rates based on equation (3) is shown in
Figure 6. In Figure 6, the indoor concentration is
expressed as the ratio of the initial concentration. An
exposure impulse was released at 11:00, that is 7 h
before occupants arrive home. As can be seen, after
4�n, that is, 7 h, the concentration level for LVR10h
was still 15% of the initial value; however, for the
CAV system only 2% of the initial value remained
inside the room.
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Figure 5. Variation of mean age of air during a weekday as function of different proposed VAV periods.
CAV: constant air volume; VAV: variable air volume; LVR: low ventilation rate.

Table 3. Theoretical freshness efficiency and mean age of air for different VAV rates.

CAV LVR4h LVR6h LVR8h LVR10h

Ventilation rate at 18:00, h�1 0.55 0.55 0.55 0.55 0.55

Nominal time constant ð�nÞ at 18:00, h 1.80 1.80 1.80 1.80 1.80

Mean age of air at 18:00 (�Þ, h 1.80 1.90 2.20 2.70 3.70

Theoretical freshness efficiency ð f"Þ, % 100.0 94.7 82.8 66.7 48.7

CAV: constant air volume; VAV: variable air volume; LVR: low ventilation rate.
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VOC concentration. The average VOC concen-
tration in dwellings is about 0.1mg�m�3 corresponding
to a generation of 20mg�h�1.9 The maximum allowable
VOC concentration in indoor air is 0.1 ppm.9 Equation
(4) shows how the VOC concentration from building
materials could vary as a function of number of air
changes per hour and emission rates.23 Compared
with equation (3) this equation has an additional term
for internal concentration generation, _m.

c ¼ co � e
�nt þ

_m

q
ð1� e�ntÞ ð4Þ

Figure 7 shows the concentration level of VOCs
from building materials when using LVR10h and
LVR8h. As can be seen, VOC concentration increased

with decreasing ventilation rate and after 4 h of reduc-
tion in ventilation rate, at 12:00, the concentration
started to exceed the maximum allowed value, that is,
0.1 ppm. Then, the concentration started to decrease
from 0.14 ppm at 18:00 due to increased ventilation
rate. However, the recommended allowable VOC con-
centration in a room is 0.10 ppm, and it would take
approximately 1 h to reach this acceptable level after
increasing the ventilation rate. This time is shown in
red lines in Figure 7. Hence, to avoid this inconvenient
time, and to provide a better IAQ when occupants
arrive home at 18:00, it is better to return back to the
normal flow rate before occupants arrive home, that is,
use LVR8h, see Figure 7.

CO2 concentration. In addition to VOCs from
building materials, CO2 concentration was considered
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CAV: constant air volume; VAV: variable air volume.
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in order to evaluate the IAQ for a VAV system. With a
CO2 generation of 0.03 kg�h�1 per person in low to
normal activity,24 and 400 ppm concentration in out-
door air, the variation of CO2 was calculated using
equation (5).

c ¼ co � e
�nt þ cinlet þ

_m

q

� �
ð1� e�ntÞ ð5Þ

The results for the LVR8h and LVR10h systems are
shown in Figure 8. As can be seen, the level of CO2

concentration never exceeded the maximum allowable
value, that is, 1000 ppm, which is due to the lack of
main pollutant source, that is, occupants in the room,
when the ventilation rate was decreased in the middle of
the day.

Energy savings with demand control

Heating power and energy savings with VAV were
investigated in terms of the influence on heating
requirements for ventilation and space heating.

Influence on heating requirements. In the
IAQ part, it was revealed that LVR8h provided
better conditions for IAQ compared with LVR10h.
The following results are mainly presented for the
LVR8h system.

IDA ICE 4 simulation showed that LVR8h
decreased the heating required for ventilation and elec-
tricity for the ventilation fan up to 20% and 30%,
respectively. Total monthly heating demand including
ventilation and space heating for the CAV, LVR8h and
LVR10h systems are shown in Figure 9. Simulations
showed that by using LVR8h, the annual heating
demand decreased by 14% from 4624 kWh to
3969 kWh. The results of total annual energy consump-
tion and savings are presented in Table 4 separately for
LVR8h, LVR10h and CAV. As can be seen, the total
energy consumption including total heating demand,
domestic hot water and ventilation fan was reduced

by 10% from 52 kWh�m�2 to 47 kWh�m�2 for the
LVR8h system compared with CAV. Domestic hot
water consumption was estimated from heat pump elec-
tricity consumption during summer months, the only
reason that the heat pump was providing the heating
was because of DHW consumption during this period.
In addition, the consumption of the ventilation fan was
achieved by knowing the specific fan power, which was
0.9 kJ�m�3. The reduction in fan power and thus used
energy was one-third of the power of the flow variation,
as shown in equation (6).

P0:100 ¼ P0:375 �
q0:100
q0:375

� �3

ð6Þ

Influence on design power. When decreasing
the ventilation rate, the total specific heat loss (Qtot)
decreased, and as a result the time constant related to
the building thermal inertia increased. The time con-
stant represents a simplified quantification of the build-
ing’s thermal inertia, which is the ratio of available heat
capacity in the building (m�ch) to the total specific heat
loss through the building, see equation (7). The total
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heat capacity depends on the individual material char-
acteristics, mass (mi) and individual heat capacities
(chi ). In a newly built Swedish building, the time con-
stant would be approximately 5 days.24

�b ¼
�ðmi � chiÞ

Qtot
ð7Þ

The longer the time constant in a building, the more
thermally heavy is the building, and as a result the
building is less sensitive to outdoor temperature vari-
ations.25 This would reduce the requirements on heat
distribution system and power supply. The time con-
stant shows how rapidly a temperature change would
occur based on an exponential decay function, see
equation (8). As indicated by equation (8), if the exter-
nal temperature is changed step-wise, the internal tem-
perature would decrease by 63% compared with the
initial temperature after one time constant, �b.

T ¼ T0 � e
�t=�b ð8Þ

By increasing the time constant, the thermal inertia
for both LVR10h and LVR8h caused the temperature
to change more slowly than for the CAV system.

With the LVR8h system, the time constant increased
by 9.3% compared with the CAV system. This
enhancement not only influenced the indoor tempera-
ture but also the design outdoor temperature (TDOT)
and hence the design (maximum) heating power
(Pdesign). In Stockholm, the design outdoor temperature

with �b¼ 5 days is �14.8�C.24 This value changed to
�14.5�C with increased time constant of LVR8h.
Calculation based on equation (9) showed that the
maximum heating power could be decreased by 9.9%
for LVR8h.

Pdesign ¼ Qtot � ðTindoor � TDOTÞ ð9Þ

The influence of heating system type for
energy savings with a VAV system. In order
to investigate the influence on energy savings of a VAV
system the building was modelled with both CAV and
VAV and different types of heating systems. In the first
scenario, it was assumed that the heating system con-
sisted of ventilation radiators on all floors, and in the
second scenario, the building was modelled with under-
floor heating everywhere. Results were later compared
with a combination of heating, that is, under-floor heat-
ing on first floor and ventilation radiator on the second
and third floors. Simulation results are presented in
Table 5. As can be seen, when using CAV, the modelled
annual energy consumption was the lowest with venti-
lation radiators, that is, 49 kWh�m�2. After implement-
ing the LVR8h system, the energy requirements when
using ventilation radiators was reduced to 46 kWh�m�2,
a saving of 6%. Simulations showed that the energy
demand (57 kWh�m�2) in the building modelled with
only under-floor heating and CAV was higher than
the BBR3 limited value (55 kWh�m�2 in climate zone
3 including Stockholm). The reason could be a longer

Table 5. Energy demand in building with different heating systems, that is, ventilation radiator and under-floor heating with
CAV, LVR8h and LVR10h systems.

Heating system CAV
LVR8h,
(saving in %)

LVR10h,
(saving in %)

BBR requirements
in climate zone 3

UFH+Ventilation radiator, kWh�m�2 52 47 (10) 46 (12) 55

Ventilation radiator, kWh�m�2 49 46 (6) 45 (8) 55

UFH, kWh�m�2 57 52 (9) 50 (14) 55

CAV: constant air volume; UFH: under-floor heating.

Table 4. Energy consumption and savings with LVR10h, LVR8h and CAV systems.

CAV LVR8h (saving in %) LVR10h (saving in %)

Heating requirements for ventilation, kWh 2651 2132 (20) 2041 (23)

Heating demand for ventilation+space heating, kWh 4624 3969 (14) 3885 (16)

Ventilation fan power, kWh 473 328 (30) 292 (38)

Domestic hot water, kWh 3200 3200 (–) 3200 (–)

Total energy consumption, kWh�m�2 52 47 (10) 46 (12)

CAV: constant air volume.
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heating season, higher heat loss through the floor and
slow thermal control when sudden temperature changes
occur. However, after implementing the LVR8h system
the building with UFH met the Swedish requirements.
In the building modelled with under-floor heating and
LVR10h system, the energy savings were more signifi-
cant, that is, 14%, see Table 5.

Discussion

IAQ should be considered when energy is saved by
decreasing ventilation rate, as poor IAQ may cause
health problems.26 In this paper, three parameters,
that is, mean age of air, VOCs and CO2 as indicators
of IAQ were studied. Table 6 shows the summary of
energy savings and IAQ for different proposed VAV
durations. As shown, for LVR10h the VOCs were
above the acceptable level (0.1 ppm) and mean age of
air in this system was two times higher than the nom-
inal time constant, that is 1.8 h.

Results on how energy savings and VOC concentra-
tion, as an indicator of IAQ, change with the mean

airflow rate are presented in Figure 10. IAQ decreases
with reduced ventilation rate and energy savings
increase, an acceptable balance has to be found.
The figure shows that decreasing the mean ventilation
rate to 80% of the CAV system (LVR4h and LVR6h)
did not influence VOC concentration very much, that is,
concentration increased by 13% of the total variation
and energy savings were 13% of reference consumption.
However, decreasing the ventilation rate over 80% of
CAV (LVR8h and LVR10h) would give a sudden
increase in VOC concentration level and the energy
saving was only a few percent higher (5%). As shown
in Figure 10, the VOC concentration variations lower
than 55% of the total enabled the IAQ to be within an
acceptable range,9 that is, VOC concentration was lower
than 0.1 ppm. This point would correspond to an energy
saving of 17% and decreased ventilation by 74% of the
constant rate. Hence, by decreasing mean ventilation by
74% (decreasing the ventilation rate for approximately
8 h) not only acceptable IAQ can be achieved but also an
energy-efficient building concept can be maintained.
Hence, it should be noted that decreasing the ventilation
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Table 6. Energy savings and indoor air quality for different lengths of VAV compared with CAV.

CAV LVR4h LVR6h LVR8h LVR10h

Mean ventilation rate weighted over a day, h�1 0.55 0.48 0.45 0.42 0.38

Relative ventilation rate (compared with 0.55 h�1) 1.00 0.87 0.82 0.76 0.70

Space and ventilation heating demand including ventilation fan power, kWh/year 5097 4668 4491 4297 4177

Savings in space and ventilation heating including ventilation fan power, % – 8.4 11.8 15.7 18.0

Mean age of air at 18:00, h 1.8 1.9 2.2 2.7 3.7

VOC concentration at 18:00, ppm 0.046 0.048 0.055 0.076 0.143

Relative VOC concentration (compared with 0.046 ppm) 1.00 1.04 1.20 1.65 3.11

Increase in time constant (�b), % – 4.1 6.7 9.3 10.3

Decrease in design (maximum) heating power, % – 4.4 7.2 9.9 11.0

CAV: constant air volume; VAV: variable air volume; VOC: volatile organic compound.
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rate to 0.1 l�s�1�m�2 would limit duration when IAQ is to
be considered. The study showed that every litre per
second reduction in ventilation rate would cause 0.5–
1.4% energy savings for ventilation heating and ventila-
tion fan consumption.

In order to investigate the real long-term perform-
ance of the systems, implementation in an occupied
building is recommended. Also, in the proposed DCV,
the amount of ventilation decreases/increases with the
same rate in all zones of the building. The ventilation
demand was, however, not the same in all rooms. For
instance, during the night, bedrooms would be more
occupied and would need more ventilation than living
rooms. The ventilation rate could thus be decreased to
the minimum level of 0.1 l�s�1�m�2 in living rooms
during the night (part of night) and to the same rate in
bedrooms during the day (part of day). Hence, in order
to increase efficiency of the system, future research could
investigate IAQ and energy savings in a local demand
ventilation system, which increases/decreases the venti-
lation rate based on the presence of the residents.

Conclusion

The purpose of this study was to investigate conse-
quences on IAQ and energy savings when ventilation
supply air was controlled by demand. Swedish regula-
tions allow a drop of ventilation rate from 0.35 l�s�1�m�2

to 0.10 l�s�1�m�2 during unoccupancy, but for howmany
hours this is allowable remains unclear. Four VAV dur-
ations were therefore proposed in a new Swedish dwell-
ing with a CAV system. During weekdays the occupants
leave home at 8:00 and return at 18:00. In the first strat-
egy, the ventilation rate was decreased during the whole
unoccupancy (low ventilation for 10 h). In the second
scenario, the ventilation was returned to normal flow
rate 2 h before the home was occupied (low ventilation
for 8 h). For the third and fourth cases, the airflow was
returned to normal flow rates 4 and 6 h before occupants
arrived home. The IDA ICE 4 simulation software and
an analytical model were used to evaluate each system in
terms of IAQ and energy savings.

The results of the study were divided into two parts:
the first part dealt with IAQ with decreasing ventilation
rate and the second part showed energy savings with a
VAV system. The IAQ investigation was based on four
parameters:

1. mean age of air;
2. concentration decay;
3. VOC concentration;
4. CO2 concentration.

Results of the first part showed that when the reduced
ventilation rate covered the entire time of unoccupancy,

10 h, the VOC concentration was unacceptable, and
mean age of air was high (3.7 h) when occupants arrived
home. In order to take this inconvenience into account,
it was suggested to increase the ventilation rate to
normal requirements 2 h before the home was occupied.
However, it should be noticed that the current research
was undertaken in a new building, where the VOC con-
centration would normally be higher than in an older
building. So, it might not be necessary to increase the
ventilation rate to the same extent before occupants
arrive home in older buildings, and some more savings
could be achieved.

In the second part, energy savings were studied after
decreased heating demand and increased thermal iner-
tia of the building. Results showed that the total sav-
ings from ventilation fan and heating was 16% when
the airflow was reduced for 8 h during unoccupancy. In
addition, as a result of increased thermal inertia of the
building, the design (maximum) heating power was
decreased by 10% when lowering the ventilation rate
for 8 h. Also, the influence of heating system type on
energy savings with VAV was studied.

Energy-efficient ventilation considering IAQ is
needed when the ventilation rate is adjusted to the
occupants’ demand. This study is a guideline to encour-
age the building sector to introduce VAV systems in
residential buildings more often than before.
Ventilation rates should be according to this report
and be decreased when occupants are not present.
Naturally, IAQ requirements should always be fol-
lowed. The result of this study is in line with the
European Union goal of reducing the consumption of
energy in buildings by 20% up to 2020.
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9. Månsson LG and Svennberg SA. Demand controlled ventilating

systems: source book. IEA Energy Conservation, Swedish

Council for Building Research Stockholm, Sweden, 1992.

10. Emmerich SJ, Mitchell JW and Beckman WA. Demand-con-

trolled ventilation in a multi-zone office building. Indoor Built

Environ 1994; 3: 331–340.

11. Nassif N. A robust CO2-based demand-controlled ventilation

control strategy for multi-zone HVAC systems. Energy Build

2012; 45: 72–81.

12. Chao CYH and Hu JS. Development of an enthalpy and carbon

dioxide based demand control ventilation for indoor air quality

and energy saving with neural network control. Indoor Built

Environ 2004; 13: 463–475.

13. Xu X and Wang S. An adaptive demand-controlled ventilation

strategy with zone temperature reset for multi-zone air-condition-

ing systems. Indoor Built Environ 2007; 16: 426–437.

14. Hesaraki A and Homberg S. Energy performance of low tem-

perature heating systems in five new-built Swedish dwellings,

A case study using simulations and on-site measurements.

Build Environ 2013; 64: 85–93.

15. Yang XB, Jin XQ, Du ZM, Fan B and Chai XF. Evaluation of

four control strategies for building VAV air-conditioning sys-

tems. Energy Build 2011; 43: 414–422.

16. Myhren JA. Potential of ventilation radiators: performance evalu-

ation by numerical, analytical and experimental investigations.

PhD Thesis in Civil and Architectural Engineering, KTH

Royal Institute of Technology, Stockholm, Sweden, 2011.

17. EQUA Simulation AB. [Online] http://www.equa-solutions.

co.uk/ (accessed date 1995–2013 EQUA Simulation AB)

18. EQUA Simulation AB. Manual version: 4.0 IDA Indoor Climate

and Energy 4.0, September 2009.

19. Kropf S and Zweifel G. Validation of the building simulation

program IDA-ICE according to CEN 13791 ‘‘Thermal

Performance of Buildings – Calculation of Internal

Temperatures of a Room in Summer Without Mechanical

Cooling -General Criteria and Validation Procedures’’,
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